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PLASTER TRIMLESS

ES
Discreción e integración 
definen a PLASTER Trimless. 

Estas luminarias se
caracterizan por su completa 
integración en el techo y sus 
acabados únicos.

FR
Discrétion et intégration 
définissent PLASTER 
Trimless. 

Ces luminaires se
caractérisent par leur 
intégration complète dans 
le plafond et leurs finitions 
uniques.

IT
Discrezione e integrazione 
definiscono PLASTER 
Trimless. 

Questi apparecchi sono 
caratterizzati dalla loro 
completa integrazione nel 
soffitto e dalle loro finiture
uniche.

EN
Discretion and integration 
define PLASTER Trimless. 

These luminaires are 
characterized by their 
complete integration into
the ceiling and their unique 
finishes.
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Plaster trimless

Quality certificates:

Technical information / Información técnica:

Index Protection / Índice de protección:

Driver: 

CRI:

Temperature / Temperatura:

Technology / Tecnología:

Guarantee / Garantía:

Class / Clase:

Voltage / Voltaje:

Flicker: 

Step McAdam:

Bluetooth:

IP20 

Included / incluido

>90

2700K / 3000K / 4000K

LED

5 years / años

Class III

230V

Free

Model:

Plaster trimless
00451-

Plaster trimless -
00451

00451– 927
930
940

White 
Black
Copper
Gold
Graphite

15°
38°
60°

904 lm / 7W
1400 lm / 12,5W
1800 lm / 19W
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CRI/Temp.Colour Angle Led

On–Off
Edge Cut
Dali
Bluetooth
Zigbee
Dali no–push

No Emergency
Kit 1h

–
R
D
B
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N

–
EM

Dimming Emergency

Cut–out  110mm

Colour

157 mm

10
5 

m
m

ø102 mm

2-SDCM

>20m

Lifetime / Horas de vida: 50.000h




